Camp Hillcrest

Risk Assessment

	SECTION 1

	Location: Workshop 
	Date of Assessment: 24/10/2017
	Assessed by: A. Sharp

	Persons likely to be affected: Students and staff
	Reviewed: 18/10/2018. By: A. Sharp

Review date: October 2019
	Position: 

	What is the Task/Activity

Or

Environment you are assessing
	What hazards are present or are generated?
	What injury can reasonably be expected?

(see Risk Rating Matrix)
	What precautions are already in place to either eliminate or reduce the risk of an accident happening?

(existing controls)
	How likely is an accident to happen?

(see Risk Rating matrix)
	What is the Risk Rating?

(see note below and Risk Rating Matrix)

	Battery powered Hand tools, including:

Disc Cutter, Circular Saw, Drill, Impact driver and Jig Saw.

Hand tools

Painting and varnishing
	Cuts and puncture wounds.

Electrical

Moving Parts

Flying debris

Noise

Dust

Tool jamming or binding

Saws, chisels and blades. 

Hammers

Screw drivers

Paints and varnishes

Paint thinners


	Physical injury

Minor

Electric shock

Minor

Entanglement

Minor

Hand, eye or face injury.

Hearing damage

Minor

Respiratory injury

Minor

Skin irritation 

Minor

Visibility

Wrist/hand injury

Minor

Cuts and grazes

Minor

Bruises

Wrist injury

Skin irritation and respiratory distress

Flammable
	Students educated and supervised by experienced staff.

Only students deemed suitable to use power tools are allowed to use them.

Only low power 18 volt tools are used to minimise risk and injury.

All tools are tested annually for electrical safety.

All plugs and leads are checked for any damage prior to use.

Long hair to be tied back.

Loose clothes removed or fastened.

Jewellery removed.

Guards used where appropriate.

Students encouraged to where protective eye wear and gloves where appropriate.

People nearby advised of hazards.

Work area kept separate from other guests.

Only low power 18volt tools used with minimal noise levels.

Exposure limited by nature of tasks.

All tasks carried out in well ventilated area.

Dust masks available if required.

People in surrounding area made aware of hazard.

Work area kept clean and excess dust and dirt removed regularly.

Protective clothing and gloves available if required.

Correct tool for job used in accordance with manufactures guidance and tutors instruction.

Tools maintained correctly.

Instructed in correct use and supervised at all times.

Jigs and vices used where appropriate.

Work area kept clear.

Instructed in correct use and supervised at all times.

Jigs and vices used where appropriate.

Work area kept clear.

Instructed in correct use and supervised at all times.

Correct tool used for job.

Non toxic substances used where possible.

Painting undertaken in a well ventilated area.

Tasks carried out under supervision.

Gloves, overalls and safety glasses to be worn.

Any splashes on skin to be washed immediately.

Only small amounts of thinners used as required.

Small amounts of thinners stored on-site in a locked area.

Only used under supervision.

Firefighting equipment available on-site and to hand when flammable substances being used.

All waste products disposed of in correct manner.


	Possible

Improbable

Improbable

Possible

Rare

Improbable

Improbable

Possible

Possible

Rare

Improbable

Improbable
	6- Moderate

4- Low

4- Low

6-Moderate

Low

Low

2- Low

6- Moderate

6- Moderate

1- Low

2- Low

4- Moderate
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	NOTE:   If the Risk Rating is either 1st, 2nd, 3rd proceed to Section 2.  If the risk rating is 4th no further action is required.


