Camp Hillcrest
Risk Assessment

	SECTION 1

	Location: All areas
	Date of Assessment: 27/03/19
	Assessed by: A.Sharp

	Persons likely to be affected: Students and staff
	Date of Review:
	Position: Risk Assessor

	What is the Task/Activity
Or
Environment you are assessing
	What hazards are present or are generated?
	What injury can reasonably be expected?

	What precautions are already in place to either eliminate or reduce the risk of an accident happening?
(existing controls)
	How likely is an accident to happen?

	What is the Risk Rating?


	Working at Heights

Ladders























Scaffolding
	


Failure to properly secure



Adverse weather

Electric cables


Falling/slipping




Dropping tools and/or equipment


Falls from height





Structural failure/collapse of scaffolding




Slips & falls at same height


Materials/tools falling
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Falling, cuts, musculoskeletal, head & back injury





Electric shock



Falling, cuts, musculoskeletal, head & back injury


Injury, damage to equipment/property


Major injury/fatality





Injury, fatality, damage to property/equipment




Cuts, musculoskeletal injury, bruises


Impact injury, fatality, minor injury, damage to property/equipment

	


Always used by 2 people, one up the ladder one on the ground footing the ladder.
Sensible work shoes worn.
Ensure ladder has feet.
Ladder does not exceed 75° angle.

Ladder not used in high winds/rain.


Ensure there are no overhead electric cable before using.
Isolate power supply when applicable.

Ensure rungs are clean from dirt, grease and water.
Ladders inspected before use.
Ensure ladder is not over extended.
Ensure ladder is footed by another person.

Person does not climb ladder with tools in hand.
Where falling debris is likely hard hats must be worn.

Scaffolding constructed by experienced person.
Safety Harnesses worn.
Students under constant supervision.
Scaffolding does not exceed 2.5metres in height.

Scaffold is constructed by experience person.
Scaffolding is double braced.
Scaffold does not exceed 2.5m in height.
All equipment meets UK and EU standards.
All equipment is checked and maintained prior to use and after use.

Work area is kept clear of tools/materials.
Suitable foot wear worn.



Raising and lowering of materials/equipment to be performed in a controlled manner.
Hard hats worn during high risk work.
Materials to be stored safely and securely
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