Camp Hillcrest
Risk Assessment

	SECTION 1

	Location: Workshop
	Date of Assessment: 27/03/19
	Assessed by: A.Sharp

	Persons likely to be affected: Students and staff
	Date of Review:
	Position: Risk Assessor

	What is the Task/Activity
Or
Environment you are assessing
	What hazards are present or are generated?
	What injury can reasonably be expected?

	What precautions are already in place to either eliminate or reduce the risk of an accident happening?
(existing controls)
	How likely is an accident to happen?

	What is the Risk Rating?


	
Vehicle Mechanics
	
Fuel, oils & corrosive liquids


Dust, Dirt & rust



Sharps




Lifting, manual handling

Use of hand tools & power tools


Crush injury








Asbestos (brake pads & Clutches in vehicles produced before 1999)

Exhaust gasses


Hot engine & components
	
Fire, explosion, corrosion, toxic to humans & animals.

Eyes, inhalation & infection



Cuts & grazes




Strains, sprains & musculoskeletal


Cuts, sprains, strains, musculoskeletal


Crush injury, cuts, musculoskeletal






Lung injury, asbestosis, carcinogenic





Lung damage, poisoning, carcinogen

Burns
	
Refer to separate fuels Risk Assessment.




All work carried out in well ventilated area.
Safety goggles and dust masks worn, all open wounds covered with plasters, gloves and overalls worn.

Gloves & overalls worn.
All work monitored by staff.
Work assessed by staff before being carried out.

Correct tools used for job.
All work carried out under supervision.


Refer to separate Risk Assessment for use of manual and power tools.



All vehicle maintenance carried out on hard, level surface.
Correctly rated jacks and axle stands for vehicle weight/type used.
Students are not permitted to go underneath the vehicle at any time.
Students are under constant supervision by staff.

Only trace levels in older vehicle parts.
Dust masks are worn.
Liquid brake cleaners are used.
All work carried out under staff supervision




All work carried out in well ventilated area.
Engine never run inside.
Dust masks worn.

Engine allowed to cool before work.
All work is supervised by member of staff.
PPE (gloves, overalls) worn.


	
Low




Medium




Low




Low



Low




Low








Low







Low



Low
	
High




Low




Low




Medium



Low




High








Medium







Low
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